Please complete the form below describing your process and application with as much detail as

possible. Once completed, return to sales@edI-inc.com and our team will make a recommendation

based on your specific needs. When applicable, please include drawings and/or pictures showing your
setup (space constraints, fixtures, details, etc.) on page 2 of this form.

The Temperature People®

Please describe your process in detail:

Do you require: instrumentation Clsensors  [IBoth

What is your required maximum temperature?

OrFOc

Please provide details on your application:

Need more room? Use the second page of this form.

What are you measuring?
Osurface Oinsertion [ immersion DAir/Gas

What are the approximate dimensions for the object being
tested?

What type of surface texture/coating does the object have?
(if applicable)

What is the object made of?

What is the object's shape?

What is the object's texture?

What is the objects hardness?

If a liquid is being measured, what is the liquid?
Details

Is it corrosive? [1Yes [INo Other Details

What is the physical state of the object?
O Molten O soft O Tough [ other

Is this a pressurized system? OvYes OONo P

What is your measurement depth?

What is your thermocouple type:
Oe ) Ok O~ Or Oother:

Electronic Development Labs, Inc.
244 Oakland Drive | Danville, VA 24540 | USA
P:800.342.5335| P: 434.799.0807 | F: 434.799.0847
sales@edl-inc.com | www.edl-inc.com

Since 1943

All standard sensors come with a 32" long thermocouple grade,
stranded, #20 gauge Teflon® insulated and twisted lead with
Stainless Steel Overbraid. Additional lead lengths and materials
are available upon request. If you require a longer lead, prefer a
coil cord, or wish to use a heavier duty material (such as Spring
Armored Cable or Spiral Lock Armor Cable) please include your
preference below.

Ostandard 32" O custom

Please specify your sensor termination: (Choose one)
[ coilcord with Mini-Plug

[ Mini-Plug (for digital instruments)

[ phono Plug (for analog instruments)

[ standard Plug

O Spade Lugs

[J unterminated

O brt Plug ("R" Style Sensors)

O BeT Plug (“E" Style Sensors)

[ ireless (when available)

Will this equipment be used for spot checking or permanent

placement? If you are looking for permanent placement, do you
require EDL to design a fixture? (We require drawings, pictures,
etc. to assist with designing fixtures.)

Do you wish to O monitor temperatures or O control temperatures?

Use next page for detailed descriptions and drawings.

Contact Name:

Title: Date:

Company:

Address:

City: State: ZIP:

Phone:

Email:

Once complete, email this form to sales@EDL-INC.com
Rather fill out our online form?
Go to http://EDL-INC.com/customsensor
Once complete, email this form to sales@edl-inc.com




