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The Temperature People®
Since 1943

Single Black Body
Infrared Calibrator
ECO SBB

Times to perform preventative maintenance or calibrate
your equipment:
•	 Manufacturers’ recommended calibration intervals 
•	 Periodically (monthly, quarterly, semi-annually, annually or 		  	
	 bi-annually – greatly dependent on industry & requirements)
•	 Before & after major projects or shifts!
•	 As equipment ages!
•	 Due to job requirements & audits
•	 Following a determined number of uses

CALIBRATION & REPAIR SERVICES AVAILABLE

IDEAL FOR FEVER 

THERMOMETERS!

Use the ECO-SBB to check the performance of infrared guns quickly 
and easily in a broad temperature range of ambient up to 100 °C! 
This calibrator is the newest product in our line of infrared calibrators 
and was developed because of a marked increase in the need for 
calibrators to check non-contact fever detectors due to COVID-19.

The ECO-SBB provides an economic, stable, and uniform thermal 
source and it is easy to use. Simply set the display to your desired 
temperature, point, shoot, and record. These calibrators are lower in 
cost than our other Infrared Calibrators, but no less accurate.

With a temperature range ideal for checking body temperatures, 
the ECO-SBB allows for quick and easy testing of virtually any IR 
thermometer.

Trust EDL to provide you with a quality calibrator that may be used to 
increase the accuracy of your instruments.  

•	Available with key hole panel / wall mount, 
	 table mount, or tripod compatibility
•	Covers temperatures from Ambient up to
	 100 °C with fast response times
•	Easily check non-contact thermometers
•	Improve the accuracy of your infrared 			 
	 instruments and thermometers
•	Versatile mounting options allow for virtually 
	 any placement
•	NIST Traceable Calibration Certificate Included
•	Available in °C or °F
•	IEC 80601-2-59:2019-10 standard compliant
•	Made in the USA

SPECIFICATIONS
Model Number ECO-SBB

Black Body Size 5.08cm (2”)

Stability ± 0.05 °C

Emissivity 0.95 ± 0.02 °C

Dimensions 5.6” H x 5” W x 4.75” D

Heat Up 50 °C to 100 °C in 2.5 minutes

Cool Down 100 °C to 50 °C is 30 minutes

Weight ~ 6-7lbs.

Accuracy ± 0.3 °C

Temperature Range Ambient to 100 °C

Power 120VAC, 10amp, 50/60Hz.
240VAC, 10amp, 50/60Hz.


