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S U B Z E R O



CRYO-CAL®-2 CRYOSTAT CALIBRATOR

The world’s best passively 
cooled cryostat is as powerful 

as it is simple. Calibrations 
from -196 °C (77 K) up to 0 °C 
(273 K) are possible - with no 
pumps, no moving parts, and 

no expensive bath fluids. All at 
a price just a fraction of what 

a cascade compressor system 
or cumbersome bath cost.



I N F R A R E D



SINGLE AND DOUBLE BLACK-BODY CALIBATORS

The industry standard 
for infrared pyrometer 

calibration. Each features a 
uniform black body target 

with 0.986 Emissivity and 
an optional aperture for 

true spot distance and 
size. Calibrate any infrared 

pyrometer at temperatures 
ranging from -30 °C up to 

650 °C depending on model.



I N F E R N O



ULTRA HIGH TEMPERATURE CALIBRATION FURNACE

Calibrate your sensors at 
temperatures from 300 °c 

to 1500 °c with a stability 
of less than a single degree 

celcius thanks to our split-
tube, 3-zone, silicon carbide 

enhanced furnace. A high 
purity ceramic liner and 

internal equalization block 
are specifically designed for 

high accuracy calibrations 
and long term drift and 

temperature cycle tests.



S U R F A C E



SURFACE TRANSFER STANDARD CALIBRATORS

Our four models of surface 
calibrators allow for testing at 

a range of -20 °C t0 650 °C 
and feature a stability of less 

than 0.1 °C. Easy to use and 
highly portable, verifications 

of virtually any surface sensor 
may be made before, after 

and even during shifts. 



D E E P  W E L L S



DRY AND WET WELL CALIBRATORS
PRACTI-CAL, MINI-ULTRA BATH, MINI-SALT BATH, ULTRA BATH

Salts, silicone oil, or nothing at all: 
our wet and dry well calibrators 

handle temperatures from
-40 °C up to 650 °C. The Practi-

Cal features high portability 
and interchangable wells that 

allow for both surface and 
insertion calibration. Our baths 

are available in several styles 
including Salt, Silicone Oil, or 
simple dry wells depending 

on model ordered. Wells are 
available as both stationary 

floor units and portable devices. 
All models feature deep wells 

and short necks for the highest 
accurate measurements of any 

insertion sensor.
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