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Thermocouple
Switches

EXTENDER 
LEAD WITH 
MINI-PLUG 

TO STANDARD 
JACK

Multi-Zone
Thermocouple Switch 
The Multi-Zone Thermocouple Switch allows for easy monitoring of up to 20 thermocouples 
from one central location by just one connected pyrometer (sold separately)! The self-contained 
thermocouple switch mounts easily and is available in 5, 10, or 20 position switch models. 
Designed with large rotary dials, this unit is easy to see and switching positions is a breeze.  
Inputs are miniature thermocouple jacks which accept Mini-plug terminated sensors.  The rugged 
Aluminum case was built to resist abuse.  This unit comes with an extension lead for use with any 
pyrometer (sold separately).  This unit comes standard with a 12-month warranty.  

Multi-Point 5-Zone
Thermocouple Switch 
The compact Multi-Point Switch allows easy, hassle free, monitoring of up to 5 separate 
temperature zones. Easy to use, the outlet plug enables a secure, direct connection to any
of EDL’s portable pyrometers (sold separately) via an extension lead.

•	Includes one ET-M-M-36K Extender Lead to connect  to any 
	 EDL Pyrometer (Sold Separately) 
•	Large rotary dial with easy to read position label
•	Accepts Mini-plug or Phonoplug terminated sensors
•	Heavy duty ABS Plastic case
•	1 Year Warranty  

SPECIFICATIONS
Switch Rotary Switch

Switch Life 25,000 Cycles/minute

Input Connectors Mini color-coded thermocouple jacks

TC Inputs 5, 10, or 20

TC Types E, J, K or T

Case ABS Plastic

Size 8.9” x 7.8” x 3.5”

Weight 1000g (35oz)

Model T/C Type Temperature Range T/C Inputs
TP-5SSB

E, J, K, T Determined By Instrument

5

TP-10SSB 10

TP-20SSB 20
*Includes ET-M-M-36K Extender Lead. Instruments sold separately.

• Monitor up to 5 separate temperature zones with any EDL 
	 Pyrometer (Sold Separately)
• Accepts any Mini-plug terminated sensor

Order Information

SPECIFICATIONS
Switch Rotary Switch

Switch Life 25,000 Cycles min.

Input Connectors Mini color-coded thermocouple jacks

TC Inputs 5

TC Types E, J, K or T

Case Formed Aluminum

Weight 140g (5oz)

Model T/C Type Channels
5MTS- E, J, K, T 5 Channels

Multi-Point Switch 
plugged into 
Pocket-Probe®. 
Pocket-Probe®
sold separately.


