
Pipe Butt Fusion Kit - E-Z® Probe Ultra The Temperature People®
Since 1943

Temperature KitsPipe fusion is the process of joining two pieces of Thermoplastic pipe together using heat and pressure. 
The various forms include Butt Fusion, Electro-Fusion, Saddle Fusion and Socket Fusion. In all these processes 
Temperature measurement is critical, and failures will not be tolerated. The EDL Fusion kit gives you the edge on 
precision Temperature measurement, making your job easier and your welds more reliable. Accurate Temperature control prevents compromised 
joints and improves the overall integrity, Strength, and Durability of the Pipe.

(1) E-Z Probe® Ultra Pyrometer
Part #EZK-U or EZJ-U

This Kit Includes:
Kit Part #: KIT-PIPE/BUTT FUSION-EZK-U (Type K) or KIT-PIPE/BUTTFUSION-EZJ-U
(1) E-Z Probe® Ultra Pyrometer for Thermocouple Readings Part # EZK-U or EZJ-U
(2) Surface Sensor Probes Part # SS-12KE or SS-12JE

(1) 90˚ Mini-Wand Surface Sensor Part # SMW90-10KK3E or SMW90-10JK3E
(1) HBET Interchangeable Sensor System Part # HBET-KM or HBET-JM
(1) Carrying Case Part # CCH-EZ
Includes 1 point lab calibration of the EZK-U with each sensor.
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ALL
TEMPERATURE
KITS NOW 
COME WITH 
NIST TRACEABLE 
CALIBRATION AT
NO CHARGE!
(excludes Humidity Kit)

Our latest addition to the E-Z Probe® Pyrometer line is the 
E-Z Probe® Ultra. The E-Z Probe® Ultra (EZK-U & EZJ-U) is an 
upgraded version of the E-Z Probe® General Purpose Pyrometer, 
but it has been tested at an ambient operating temperature 
of -10 °F to 120 °F! This unit was designed for greater accuracy 
outdoors in extreme temperatures – it is perfect for the pipeline 
construction, utility, and gas industries. Both versions may be 
ordered with the shatterproof Lexan window option and offers an 
unbeatable 1 year warranty. The E-Z Probe® Ultra is compatible 
with all sensors of the same thermocouple type with mini-plug 
termination. Calibration is now included with your initial purchase 
at no extra cost!

Now, you get additional peace 
of mind at no additional cost. 
The E-Z® Probe Ultra Pipe Butt 
Fusion Kit includes free NIST 
Traceable Calibration with 
stickers and an official lab 
certificate. You’ll receive this 
one point calibration at no 
extra charge!
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These sensors are of an advanced design that allows them to access places where Surface sensors can't. When used in conjunction with surface sensors, you can measure 
any part of your Fusion system with confidence.

(2) Surface Sensor Probes
Part #SS-12KE or SS-12JE
EDL Surface sensors are recognized as the best, and most accurate sensors in the world. These sensors give fast, accurate Temperature readings on all Fusion gun surfaces. 
Take out the guess work and start relying on a brand you can trust.

(1) 90˚ Mini-Wand Surface Sensor 
Part #SMW90-10KK3E or SMW90-10JK3E

(1) The HBET Interchangeable Sensor Holder
Part #HBET-KM or HBET-JM

(1) Carrying Case (Shown on Reverse)

Part #CCH-EZ
EDL Temperature Kits are housed in a durable hard plastic case with a custom foam insert, to protect your precision equipment and allow for convenient 
storage of the kit components, including instruction manuals. This case keeps your instrument and sensors safe and secure. 

The HBET Interchangeable Sensor System is the easiest and most economical way to eliminate the need for replacing sensors with 
damaged leads. This system utilizes cost effective sensor tips, instead of sensors with leads. The reinforced Holder is equipped with 
a 32" long, stranded Teflon® insulated lead wire with durable Stainless Steel over braid and mini-plug termination. The sensor tips 
directly plug in to this Holder. The Holder is then connected to the E-Z Probe® Pyrometer (or instrument of your choice); eliminating 
the need for purchasing replacement sensors with costly leads. Any EDL sensor tip, designated with an "E" termination, may be easily 
inserted into the Holder. This system features an exclusive locking system designed to keep the sensor tip in place during use. Since 
the interchangeable "E" terminated sensor tip is separate from the handle and lead, you never have to replace a complete sensor 
again! Leading to a savings of over $20.00 per tip replacement. This adds up over the life of the system! Additionally, all of EDL's 
sensors can be made with an "E" termination, meaning you can completely customize your system to your business' specific needs.

Additional Sensors, Custom Sensors, and Calibration Services
EDL offers a comprehensive range of in-stock sensors that can be added to this kit to create a system more closely tailored to your company's needs. If you 
need to expand or customize your measuring equipment, everything in this kit may also be purchased separately. Beyond that, we can build custom sensors 
for the most exacting specifications. We also offer metrology devices and in-house calibration to ensure that your tools are operating within tolerance. Visit our 
website at www.edl-inc.com or email us at sales@edl-inc.com for more information on additional sensors and services. 

Electronic Development Labs, Inc.
244 Oakland Drive | Danville, VA 24540 | USA
P: 800.342.5335 | P: 434.799.0807 | F: 434.799.0847
sales@edl-inc.com | www.edl-inc.com 6.24

CALIBRATIONOF SENSORSINDLUDED!


