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The Pocket-Probe® V Industrial Pyrometer offers true one-hand operation allowing for the easiest and 
most accurate temperature readings available. The Pocket-Probe® V is dependable, easy to use, and  
utilizes our exclusive money saving "E" style sensor tips. With a resolution of 0.1°, The Pocket-Probe® 
V boasts peak hold memory (recording and storing the highest temperature reading) as a standard 
feature.
 
This highly reliable & rugged, ergonomically friendly pyrometer uses direct plug in sensing tips, 
thus excluding the need for costly sensors with leads. In the event a sensor breaks, or an application 
requires a different sensor style, the Pocket-Probe® V allows for any sensor tip with a mini-plug, or “E” 
termination to be used.
 
Housed in a heavy 16 gauge Stainless Steel enclosure with reinforced welded corners, this instrument 
accurately delivers results under the most extreme conditions and offers protection from the roughest 
of abuses in the plant. Ideal for use in the laboratory, field, or wherever dependable and repeatable 
measurements are required. General Factory calibration is included with your purchase, and NIST 
traceable calibration through our lab is available upon request. The Pocket-Probe® V offers true one 
hand operation, a 5-year warranty, reliability, and actual value - savings in time & money.

Please note, sensor tips are sold separately.  EDL offers a variety of sensors and accessories for 
most industrial applications. Please select your “E” terminated sensors when ordering your 
Pocket-Probe® V pyrometer.

POCKET-PROBE® V SPECIFICATIONS
Model Number PDV

Accuracy 1 °C (1 °F)

Resolution 0.1 °C (0.1 °F)

Repeatablility 1°

Thermocouple Type J,K,E, or T

Response Time 3 readings per second

Linearization Continuous

Ambient Compensation Automatic

Tested Ambient 4 to 49 °C (40 ° to 120 °F)

Display 12.70cm (1/2”) LCD

Battery Standard 9 Volt Alkaline

Open Sensor Indicator Displays -1

Low Battery Indicator Displays LO BAT

Peak Hold with Memory Holds Highest Temperature 
Reading

Cover 16 Gauge Stainless Steel

Cover Display Window 3/16" Tempered Glass
(Lexan Available Upon Request)

Inner Chassis Assembly 0.040" Stainless Steel

Holder Handle Assembly 5/8" Diameter Stainless Steel 
(0.032" wall)

Weight 30 oz. with battery

Handle Dimensions 16" x 5/8" diameter

Cover Dimensions 4.8" x 3.1" x 1.9"

Model Thermocouple Type Temperature Range

PDV

K 0 °C to 1372 °C (35 °F to 1999 °F)

J 0 °C to 1200 °C (35 °F to 1999 °F)

T* 0 °C to 400 °C (35 °F to 752 °F)

E 0 °C to 1000 °C (35 °F to 1832 °F)

Features:
• For Glass Manufacturing, Metals Industry, Chemicals, & Plastics
• 0.1° Resolution
• One Hand, One Button Operation!
• Peak Hold Memory
• Available in Either °C or °F
• Available in Thermocouple Types J, K, E, or T
• Tempered Glass Display Window
• Extra Protection for Internal Circuitry
• Stainless Steel Cover & Holder
• General Factory Calibration Included
• Over 30 Sensor Tip Styles Available
• Comfortable, Foam Grip Handle
• 5-Year Warranty

Accepts mini-plug or "E" Terminated sensors.
*Max. Temperature for T is 400 °C.
To order, simply specify thermocouple type: ex: PDVK (for TC type K)
Unless specified, unit will come as °F; if °C is required, please add “C” to end of part number (Ex: PDVK-C) 



Electronic Development Labs, Inc.
244 Oakland Drive | Danville, VA 24540 | USA

P: 800.342.5335 | P: 434.799.0807 | F: 434.799.0847
sales@edl-inc.com | www.edl-inc.com

Need something more specific? We’ve got your solution.
If our massive stock of off-the-shelf products still doesn’t have exactly what you need, then we’ll build it for 
you. That’s why we’re the world leader in temperature sensor technology: for the past seventy-six years, we’ve 
never stopped pushing the boundaries of what’s possible. Call us today and let’s get started.

The Temperature People
Since 1943


