
VERSA-TEMP® TOUCH SCREEN PYROMETER
How could we possibly outdo ourselves? After all, for 80 years EDL has established an inspiring legacy within 

temperature measurement, providing the technology that enables industries around the world to make 

life-improving advancements. Well, our newest pyrometer takes our high-quality, reliable, and economical 

standard and kicks it up a notch. Consider the mic dropped. 

Versa-Temp® is our most advanced and versatile product yet, with state-of-the-art functionality, a full-

color touchscreen, a customizable and intuitive dashboard, and alerts for precise notifications. You get 

nine thermocouple types in a single unit (K, J, E, T, B, N, R, S, C) and two input channels for concurrent 

custom reads, plus it can be independently set to read two different thermocouple types simultaneously 

with remarkable Three decimal point resolution. This coupled with single-point calibration per channel for 

calibrated sensors, the Versa-Temp® delivers EDL accuracy, quality, and convenience—all at a fraction of what 

similar products cost.

But it’s more than just what’s on the inside—the Versa-Temp® is a thing of beauty. The industry-first full-color 

touchscreen with light and dark modes, as well as an analog view, boosts the confidence of every read. And 

the quick-charge USB C battery and power-saving mode mean you’ll never sweat another measurement. 

Whether you need a highly exact pyrometer out in the field or inside the lab, the rugged Versa-Temp® lets you 

easily read the temperature from almost any thermocouple type with the accuracy you expect. Built for every 

industry no matter the setting, this product pairs perfectly with the more than 10,000 EDL sensor options. 

And if you need a custom sensor, we can design and build that too. Like all EDL products, this latest device 

is manufactured in the USA for lab quality standards and precise repeatability but is available at a price point 

perfect for every industrial application. It’s pretty clear: the Versa-Temp® is out of this world.
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KEY FEATURES OF THE VERSA-TEMP® TOUCH 
SCREEN PYROMETER
•	 In-stock instrument, shipping within one week of order
•	 Includes free general factory calibration, with NIST 

Traceable Lab Calibration available upon request
•	 9 thermocouple types (K, J, E, T, B, N, R, S, C), full range of 

all thermocouples
•	 2 input channels for simultaneous custom reads that can 

be custom labeled
•	 Each channel can be set with a different thermocouple 

type
•	 Alerts and alarms for clear notifications
•	 Resolution up to 3 decimal places
•	 Single-point calibration per channel for calibrated sensors
•	 Analog view, light & dark modes
•	 Advanced large full-color touchscreen display, dark & light 

modes, with smartphone user interface
•	 Quick-charge USB C battery and power-saving mode
•	 Maximum and Minimum per channel

KEEP YOUR BUSINESS IN GOOD REPAIR.
Excellent customer service has served as the foundation of 
EDL’s business model for nearly 80 years. And our priority 
to serve well extends to equipment assessment and repair. 
Unlike the current “don’t-repair-just-replace” product 
model of today’s manufacturers, EDL wants to help 
you manage operating costs and extend the life of your 
equipment—even if it’s not ours. And you can be confident 
that we’ll give you the most cost- and time-efficient 
solution. No unnecessary repairs, just honest advice and 
superior service.
Call 1.800.342.5335 or email us at service@edl-inc.com 
to start the solution process. You may also access a 
Support Request Form on our website at www.edl-inc.
com/repairs.  

We’re a fully integrated manufacturer (no outsourcing). 
We’re based in the U.S.A. We’re a multi-generational 
family business. And we’d love for you to be part of our 
family too.

VERSA-TEMP® SPECIFICATIONS
Model Number EZK-C / EZJ-C

Accuracy 1 °C (1 °F)

Display 12.70cm (1/2”) LCD

Battery 9 Volt

Window Tempered Glass or 
Lexan®

Thermocouple Type J or K Mini-plug

Dimensions 12.19cm x 6.86cm x 
2.54cm

Case ABS Nylon Alloy

Weight 174g (6.2 oz)

Tested Ambient Range 4 °C to 49 °C (40 °F - 120 
°F)

Response Time 3 readings per second

Resolution 1 °C (1 °F)

Model Type Temperature Range
EZK-C K -35 °C to 985 °C (-30 °F to 1800 °F)

EZJ-C J -35 °C to 985 °C (-30 °F to 1800 °F)

X – Lexan® display window (Add “X” to model #)

CCH-EZ – Black Hard Carrying Case with Custom Insert


